THE REMOVAL, STORAGE AND RE-INSTALLATION

OF EXISTING RAIL POST ALONG WITH THE REMOVAL
AND REPLACEMENT OF EXISTING RAIL POST ANCHOR
(IF NECESSARY) SHALL BE INCLUDED WITH THE COST

OF " CONCRETE REMOVAL"
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Concrete Removal

Hatched areas indicate concrete sections to be removed and replaced.
Perimeters of concrete removal areas shall be saw cut 24" (3" in
sidewalk) prior to the removal of concrete and shall be included with the

* Existing longitudinal reinforcement extending into the removal area
shall be cleaned, straightened and incorporated info the new construction.
Any reinforcement bars that are damaged during concrete removal

shall be replaced with an approved bar splicer or anchorage sysfem.
Cost shall be included with Concrete Removal.

Reinforcement Bars, Epoxy Coated

Field cuts of proposed reinforcement bars shall be included with the cost of
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REINFCRCEMENT IN HAUNCH AREA TO BE REMOVED

EXISTING TRANSVERSE EXPANSION JOINT (PIN & HANGER)

SOUTH HINGE SHOWN
NORTH HINGE SIMILIAR (OPPOSITE HAND)

SHALL BE INCLUDED WITH THE COST GF BRIDGE
JOINT SYSTEM (EXPANSION), 1%"

PROPOSED EXPANSION JOINT AT EAST AND WEST HINEES

SOUTH HINGE SHOWN

NORTH HINGE SIMILIAR (OPPOSITE HAND)

SCALE: NONE
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